
 
Technical Data Sheet           

Ecofill PE 
Polyester resin anchoring and fixing grout 

 

Disclaimer: 

We hope that the information herein will be helpful.  The data is based upon knowledge considered to the accurate and true and is offered for the user consideration, investigation 
and verification in the application intended.  We do not warrant the results or performance attained due to the nature of the influence of other constituent components in the 
application.   

 

Description 
Ecofill PE is two components prepacked polyester resin and 

powder catalyst designed for fixing and anchoring when fast 

curing and early application of load is required. 

 

Applications 
 Permanent installation of reinforcement starter bars and 

dowel bars. 

 Permanent installation  of  ground  anchors  for  towers, 

cranes, and dock sills. 

 

Advantages 
 Rapid strength development. 

 Resistant to dynamic loading. 

 Damp tolerant. The product will cure under damp 

conditions and is resistant to immersion underwater. 

 Excellent bond strength to concrete and steel surfaces. 

 Available into two grade, Ecofill HV and LV 
 

Technical properties 
Working life:   @ 10°C 

                             20°C 

                             30°C 

90 minutes 

35 minutes 

14 minutes 

Full Cure   7 days@ 25°C 

   

   

   

 

 
 
Method of use 
Substrate Preparation 

 Substrate should be sound, clean and free from grease 
or any contamination.  

 Bars should be free from any loose rust deposits. 
Holes are best made using rotary percussive drill to 
provide rough sides followed by air or water flushing. If 
hole is cast, it should be of inverse dovetail 
configuration or mechanically roughened to provide a 
key. 

 Deformed or ribbed bars will give a higher performance 
than smooth or other bar types. 

 

Mixing 

 To ensure proper mixing, a mechanically powered 
mixer or drill fitted with suitable paddle should be used. 

 The entire content of the resin should be transferred to 
a plastic container care should be taken to ensure that 
the bottom and the side are thoroughly scraped and 
transferred. The filler shall be gradually added to the 
plastic container containing the resin while mixing. 
Mixing shall continue for 3 minutes or until a uniform 
consistency is obtained. 

 
 
 
 
 
 



 
Technical Data Sheet           

Ecofill PE 
Polyester resin anchoring and fixing grout 

 

Disclaimer: 

We hope that the information herein will be helpful.  The data is based upon knowledge considered to the accurate and true and is offered for the user consideration, investigation 
and verification in the application intended.  We do not warrant the results or performance attained due to the nature of the influence of other constituent components in the 
application.   

 

Application 
For Vertical Application: 

Ecofill HV should be used for vertical applications. The 
mixed material should be poured into the prepared holes. 
The bar/bolt should then be pressed and twisted into the 
grout. 

For Horizontal Application: 

Ecofill LV should be used for horizontal applications. 
Grouting can be carried out by filling the materials into 
plastic Cartridges and then injected using a Skelton gun. 
Once the grout is injected, the bar/bolt should be pressed 
and twisted into the grout. 

Theoretical Coverage 
The required quantity of grout needed is dependent on hole 
diameter, bar diameter and hole depth. This can be 
estimated by using the following formula: 
 
Volume of grout (ml) = 3.14*(Dh2 – Db2) *H 
                                     4 
Where: 
Dh :is hole diameter in mm. 
Db :is bar diameter in mm. 
H :is hole depth in mm 

Storage 
12 months when stored properly in unopened container in 
dry conditions at temperature between 10 - 25oC. 
  

Cleaning 
All tools shall be cleaned immediately after application using 
Envirocon -Solvent. Hardened materials must be cleaned 
mechanically. 
 

Packaging 
Ecofill PE is available in 1.2 liter packs. 

 

Health and Safety 
Avoid skin and eye contact by wearing overalls, gloves, 
goggles, and air-mask etc. Spillage on skin should 
immediately be removed by thorough washing with water 
and soap or suitable cleaner. Eye should be flushed with 
fresh water. 
Avoid inhalation of vapors and paint mist by wearing 
suitable air-mask.  
In the event of ingestion and eye contact, seek medical 
attention immediately.  
Smoking in the area should not be permitted. Local 
safety regulations should be followed. 
  

Fire 
Ecofill PE polyester resin grout is flammable.  
Confined areas must be well ventilated and no naked 
flames allowed. Do not smoke during use. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Envirocon Construction products  L.L.C.  
Abu Dhabi U.A.E. 
P.O.Box :28577 
Tel:+971 2 5503473 
Fax:+971 2 5503474 
www.enviroconcp.com 


